
TypeTypeTypeType    TestTestTestTest    ReportReportReportReport
Motor tested in accordance with IEC60034-2-1 & AS/NZS1359.102.3.Efficiency as per IEC60034-2-1

 (PLL determined from residual loss)
SHANGHAISHANGHAISHANGHAISHANGHAI    TOPTOPTOPTOP    MOTORMOTORMOTORMOTOR    CO.,CO.,CO.,CO.,    LTDLTDLTDLTD
No.303 Kangliu Road Ph: 86 15000088129 Type:Type:Type:Type: TAI 90L-2
Kang Qiao Industrial Area zk@techtop.net.cn TRTRTRTR    Number:Number:Number:Number: 2012071602
Pudong, Shanghai, China www.techtop.com TestTestTestTest    Lab:Lab:Lab:Lab: Techtop factory

Comments:Comments:Comments:Comments:ThisThisThisThis    testtesttesttest    reportreportreportreport    isisisis    alsoalsoalsoalso    applicableapplicableapplicableapplicable    forforforfor    TCITCITCITCI    90L90L90L90L----2222    2.2kW2.2kW2.2kW2.2kW     

Nameplate:Nameplate:Nameplate:Nameplate:
Type: TAI 90L-2 Duty: S1 IP: 55

Serial No: 201204078042  Ins.Cl: F KG: 16.2
Voltage Hz kW A cos fi r/min Eff.[%]
230/400 50 2.2 8.02/4.61 0.82 2890 84.0 
Brg.DE: 6205ZZ Brg.NDE: 6205ZZ

NoNoNoNo    LoadLoadLoadLoad    Test:Test:Test:Test:
Voltage Current Input Freq. Speed Torque Output Power Eff.

[V] [A] [W] [Hz] [min-1] [Nm] [W] Factor [%]
No load 380 2.13 144 50 3000 0.0 0 0.10 0.0 
NoNoNoNo    loadloadloadload 400400400400 2.72.72.72.7 175175175175    50505050 3000300030003000 0.00.00.00.0    0000 0.090.090.090.09    0.00.00.00.0    
No load 420 3.5 238 50 3000 0.0 0 0.09 0.0 

LoadLoadLoadLoad    Test:Test:Test:Test:
Load Voltage Current Input Freq. Speed Torque Output Power Eff.
[p.u] [V] [A] [W] [Hz] [min-1] [Nm] [W] Factor [%]
0.25 400 2.79 744 50 2975 1.8 550 0.38 74.0 
0.5 400 3.16 1333 50 2954 3.6 1100 0.61 82.5 
0.75 400 3.76 1955 50 2928 5.4 1650 0.75 84.4 

1111 400400400400 4.564.564.564.56    2618261826182618    50505050 2898289828982898    7.27.27.27.2    2200220022002200    0.830.830.830.83    84.084.084.084.0    
1.25 400 5.54 3331 50 2865 9.2 2750 0.87 82.5 
1.5 400 6.66 4106 50 2828 11.1 3300 0.89 80.4 

FullFullFullFull    LoadLoadLoadLoad    AtAtAtAt    380V380V380V380V    &&&&    420V420V420V420V
Voltage Current Input Freq. Speed Torque Output Power Eff.

[V] [A] [W] [Hz] [min-1] [Nm] [W] Factor [%]
380V 380 4.57 2621 50 2883 7.3 2200 0.87 83.9 
420V 420 4.75 2640 50 2909 7.2 2200 0.76 83.3 

LockedLockedLockedLocked    RotorRotorRotorRotor    Test:Test:Test:Test:
Un (V) Ik  (A) Pk(W) Tk (Nm) cosφ
400/230 37.01 19026 21.84 0.74 

TemperatureTemperatureTemperatureTemperature    Rise:Rise:Rise:Rise:
Amb.Temperature: 26.9 [℃] Winding temperature rise: 68.3 [K]

Cold Resistance: 5.089 [Ω] Frame: 52.1 [℃]
Hot Resistance: 6.448 [Ω] Bearing: 55.4 [℃]

TorqueTorqueTorqueTorque    AndAndAndAnd    Current:Current:Current:Current:
Locked Rotor Tor./Rated Tor.: 3.00 Breakdown Torque/Rated Torque: 3.18
Locked Rotor Cur./Rated Cur.: 8.11 Pullup Torque/Rated Torque: 2.22

Check: Zhang Kai Operator: Chen Zhongliang Test Date: 16/Jul/12
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